NOTES:

1. MINIMUM FLOWLINE GRADE SHALL BE 0.6%.

2. CURB CONSTRUCTION SHALL BE PER STANDARD DRAWING
NUMBER 1201.
3. SIDEWALK CONSTRUCTION SHALL BE PER STANDARD
DRAWING NUMBER 1209, OR 1210 AS DETERMINED BY THE
CITY ENGINEER.
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«USE TO JOIN EXISTING
18" HALF STREET ONLY, CURVE 1 CURVE 2
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R/W A B C R L T R L R L T R L
*60’ 30" | 18’ [43.54'[ 18°42'35” | 40’ [13.06’(6.59' 152" [16.98'[ 112’ |36.57'18.45’ 100’ |32.65’
60’ 30 | 20 50" | 16°15°37" 40" [11.35° |5.71' 150" [14.19' [ 110’ |31.22' 15.71’ 100’ |28.38’
66’ 33" | 20 50" | 16715°37” 40" [11.35 |5.71" |53 15.04'| 110" |31.22" 15.717 | 97 [27.53
. £
AP Y
g CITY OF ONTARIO
{ 24079 8/08/06
0 P. SULLIVAN CI ENGINEER RCI
RECOMMENDED: , SDTQE\ADH’?\‘%D
) & 7 N 33340 8/07/06 NUMBER
SISTANT CITY ENGINEER RCE DATE LOCAL CU L'D E'SAC
REV DESCRIPTION BY | APP'D | DATE 1101






