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2C.1 Background

The purpose of the following sign design
guidelines is to:

• improve the attractiveness and orderliness  of
the Downtown Retail District’s building signs,

• appropriately identify the business being con-
ducted on the site in a manner that is harmo-
nious with an improving image for the retail
district; and

• to prevent the loss of visual prominence re-
sulting from excessive or inappropriate signs
on nearby sites.

As in the architectural design guidelines, uti-
lizing the history of the district has been selected
as the most practical and marketable visual strat-
egy for the long term improvement of the area.

These Sign Design Guidelines are for exte-
rior signs on existing buildings as well as future
new infill structures only. They are solely con-
cerned with aesthetic appearance.

They are specifically not intended to con-
tain any recommendations about the structural
integrity or safety of any sign installation. The
business owner and their subcontractor must
comply with all city building and safety codes,
regulations, ordinances, permits and inspections
relevant to fabrication and installation of any
sign.

Please note that the Development Code con-
tains Sign Standards for all other portions of the
Project Area that are not covered in this docu-

ment.  Those areas shall be governed by the stan-
dards for the  underlying Zoning Districts.  Please
refer to the Development Code for standards not
covered in these Sign Design Guidelines.

2C.2 Glossary of Terms

Awning Valance Sign:  a screen printed sign ap-
plied to the narrow vertical fabric panel at the
lowest and front-most edge of a fabric awning.

Color Palette:  a selection of preferred harmoni-
ous colors.

Content:  the information or message of the sign.

Gold leaf:  a sign maker’s product, extremely thin
sheets of pure gold which are valued for their long
lasting ability not to tarnish or discolor.

Letter Area:  the space within a rectangle drawn
around all the letters in a sign.

Letter Stroke Widths:  the width of the indi-
vidual parts of the letter.

Letter style:  the design of the alphabet. Goudy,
Bodoni, Cheltenham, Helvetica and Futura are
names of commonly used letter styles.

Mid-block pass-through:  a public exterior or
interior pedestrian corridor  connecting the street
frontage to the rear parking area.

Mounting:  the means of installing or attaching
the sign to the building.

Placement Area:  the largest f lat plane of the
facade. In the 1950’s styles Subdistrict only, a large

area of facade covered by a uniform patterned,
textured, embossed or perforated decorative mate-
rial may be considered as the Placement Area.

Primary Facade Sign:  this is the visually domi-
nant wall mounted and lighted required sign on
the building’s street frontage which identifies only
the primary business in the building with street
level frontage.  The information message of a Pri-
mary Facade Sign is limited solely to the name of
the business.  Businesses elsewhere in the building
without street level frontage will not be permitted
to have any prominent facade signage.  These non-
frontage businesses will be identified at a discrete
scale on /or adjacent to entry door and with sec-
ond f loor window signs.

Sans serif:  letter styles with no serifs.  (See figure
2C.1)

Script Letters:  the letter style which is visually
similar to handwriting.

Secondary Facade Sign:  an optional sign on a
secondary side elevation of a building.  These sec-
ondary signs shall replicate as closely as possible
the Primary Facade Sign while accommodating any
changes in the architecture.

A rear entry sign is not considered a secondary
facade sign.

Sans serif :  a visual detail that divides letter styles
into two major groups: serif letters & sans serif
letters.  (See figure 2C.1)

Sign Area:  the space within a rectangle drawn
around the outermost perimeter of a sign, not in-
cluding mounting devices.
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Window Sign:  the sign(s) applied directly to the
interior surface of the major display window(s) at
street level.  If the facade has two display windows
of equal size separated by the main entry there
can be a sign in each window.  These sign(s) are
pedestrian oriented and frequently shaded by aw-
nings.  Window signs shall not be lit externally.

2C.3 Permitted Signs

The following signs are permitted on all com-
mercial facades in all three Subdistricts:

Primary Facade Sign
Window Sign
Projecting Pedestrian Sign
Rear Entry Sign
Secondary Facade Signs
Awning Valance Signs
Second Floor Window Signs

Primary Facade Signs, Window Signs, Pro-
jecting Pedestrian Signs, and Rear Entry signs
should be installed before the installation of the
other permitted signs.

To achieve the historic distinctions be-
tween the Subdistricts, the guidelines are dif-
ferent in each Subdistrict for Primary Fa-
cade Signs and Window Signs.

These “Subdistrict specific” sign guidelines
are discussed in the following sections:

2C.6  Turn-of-the Century Subdistrict
2C.7  1920 through 1940 Styles Subdistrict
2C.8  1950’s Styles Subdistrict

The guidelines for the Projecting Pedestrian-
scaled Signs, Rear Entry Signs and Awning Val-
ance Signs are the same for all three Subdistricts
and are contained in the following section.

2C.4 Sign Design Guidelines common to
all Subdistricts

2C.4.1 Exempt Signs

One “open / closed” window sign per street
frontage which does not exceed  2 square feet.

Temporary window posters which do not ex-
ceed 4 square feet for time-specific events.

Real estate “for sale or lease” signs.

Existing historic signs preserved or restored
for their esthetic value.

Historic information / plaques on private
property no greater than 2 square feet in area.

2C.4.2 Prohibited Signs

Temporary “Sale” or holiday signs painted on
windows.

Wall-mounted product billboards, posters and
advertisements.

Signs painted directly on building surfaces,
walls and fences.  (Except windows and  aw-
ning valances)

Roof mounted signs.  (Except, with limita-
tions, in the 1950’s Subdistrict)

Rectangular sign cans:  sheet metal boxes with
90 degree corners, an acrylic face internally
lighted usually with f luorescent tubes.  Note:
Exceptions to this prohibition will be allowed
in the 1950’s Subdistrict.

Portable sidewalk signs.

Permanent banners, steamers, and bunting.

Balloons larger than 24 inches in diameter
with advertising messages.

Printed posters displayed in windows for
longer than 90 days.

Repetitious information within a single street
frontage.

Signs with f lashing lights.

Statues, sculptures, large three dimensional
props and parked vehicles used for advertis-
ing.

Signs with mechanically moving elements.

Private parking information in letters larger
than 2”.

Telephone numbers larger than 2” high.

Street names in letters larger than 2” high.

Information about goods and services not
available on site.
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2C.4.3 Second Floor Window Signs
 (no window signs are permitted above the sec-
ond floor)

Content:  The name of the business only.

Maximum Number:  The maximum num-
ber of window signs shall be limited to two
signs per second-f loor business per elevation.

Maximum area:  30% of the area of the
window glazing on which the sign is applied.
For example, if the window is double-hung,
the 30% restriction applies to only half of
the total double-hung window.

Letter style:  Serif letter styles in the Turn-
of-the-Century Subdistrict, sans serif letter
styles in the 1920 through 1940’s Styles Sub-
district and either in the 1950’s Style Subdis-
trict.

Material & color:  Must match the required
street level display window sign of the same
building.

Lighting:  Window signs shall not be exter-
nally lit.

2C.4.4 Awning Valance Signs

Refer to the Facade Architectural Guidelines
for awning materials, structure, colors, patterns
and mounting heights.

Content:  At the discretion of the business
owner, awning valance graphics can contain

only one of the following types of informa-
tion:

1. The address number only  (no street names)

2. The name of the business

3. A one-line list of goods and services in
letters of a uniform height not to exceed 50%
of the vertical height of the awning valance.

Placement:  Awning signs can only be placed
on the awning valance.  Address numbers or
the business name graphics can be placed in
the center of the valance.  Placement at the
left or right ends of the valance may be al-
lowed if a street tree or light fixture is block-
ing the center portion of the awning.

Maximum area:  The vertical height of the
graphics must not exceed 50% of the vertical
height of the awning valance not including a
scalloped or decorative edge.  If a striped
awning fabric is selected a solid color printed
panel should be placed behind the letters to
increase their readability.  If this is done, the
height of the color panel should not exceed
60% of the vertical height of the valance (ex-
cluding any scalloped edge), and the letter
height should not exceed 60% of the vertical
height of the color panel.

Letter style:  Serif letter styles in the Turn-
of-the-Century  Subdistrict, sans serif letter
styles in the 1920 through 1945 Subdistrict
and either in the 1945 through 1960 Subdis-
trict.  The letter style used on the awning
valance must match a letter style selected for
one of the other facade signs.

Color:  The awning graphics color(s) may be
selected from the Architectural Color Palette
choices for appropriate contrast on the fab-
ric color and pattern selected.  Refer to the
Facade Guidelines for a list approved awning
materials.

Application technique:  Due to the porous
texture of awning fabric, the awning valance
sign should be screen printed.  This process
will produce clean edges which are very diffi-
cult to achieve with hand painting.  Screen
printing is usually done before the awning is
sewn and installed.  Vinyl awning fabric and
vinyl awning graphics are not permitted in
this Subdistrict.

Lighting:  The architectural lighting guide-
lines permit the whole awning to be inter-
nally lit.  Any additional lighting shall not be
permitted for the valance graphics.

S i g n s  c o m m o n  t o  a l l  S u b d i s t r i c t s
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2C.4.5 Pedestrian-scaled Projecting Signs

Every business with street level frontage
should have a pedestrian-scaled projecting sign
on the street facade of their building.  (See fig-
ure 2C.2.)

Definition:  A double-sided sign which hangs
from a mounting device and projects out from
the building facade over the sidewalk.  These
signs are of a size appropriate to the visibility
of pedestrians, as opposed to persons in ve-
hicles.

Content:  The only words shall be the name
of the business.  Artwork is encouraged.  The
name of the business should dominate the
design.  Artwork (illustrations) shall be sub-
ordinate.

Form & materials:  The main part of the
sign shall be a panel.  The shape of the panel
shall be horizontal: the height of the panel
shall not be greater than 70% of the panel
width.  Irregular shapes and cutout and ap-
plied elements are preferred.

Placement:  The bottom edge of the sign
shall be 7 feet above the sidewalk.  The dis-
tance between the plane of the building fa-
cade and the sign shall be 9 inches.

Maximum area:  3.5 square feet.

Minimum area:  3 square feet.

Letter styles, ornaments & colors:  The
sign design does not need to be identical to
the window or facade signs, but the elements

of letter style, ornaments and colors should
be the same as those used elsewhere on the
building.

Mounting:  The sign may be hung from a
wall-mounted bracket or hung from the struc-
ture of a non-retractable awning or mounted
on the underside of an architectural cantile-
vered canopy.  The sign shall be mounted in
a manner that would allow it to swing if struck.

Lighting:  Optional, if lighted, the source
shall be external.

2C.4.6 Rear Entry Signs

Content:  Only the name of the business.

Sign type options:

Type 1:  A single-sided sign wall mounted
parallel to the wall with 2” spacers between
the sign and the wall.

Mounting location:  Shall be no greater than
24” to the edge of the door. The mounting
location may be on the left or right of the
rear entry door. The top of the sign should
be 4 inches below the top of the door.

Maximum sign area:  12 square feet.

Minimum sign area:  5 square feet.

Type 2:  A double-sided sign mounted so as
to project at a right angle to the plane of the
wall.  The bottom of the sign shall be 8 feet
above the finished grade.

Maximum sign area:  9 square feet per side.

Minimum sign area:  5 square feet per side.

Mounting location:  No part of this sign
shall be closer than 2 feet to the property
line.

Letter styles, ornaments & colors:  Rear
entry signs do not have to match the materi-
als and fabrication methods of the Primary
Facade Sign.  But the letter styles and colors
on the Rear Entry Sign should match those
of the Primary Facade Sign.  None of the
letters shall be closer than 6 inches to the
edge of the sign.

Lighting:  External lighting is required on
rear entry signs.

2C.4.7 Multi-tenant Signs

A building with multiple tenants shall be
restricted to identifying those tenants without
street level frontage at a discrete pedestrian scale
on, or adjacent to, the entry door.  The maxi-
mum letter height for this tenant list is 2 inches.
Only businesses with street level entries and win-
dow frontage are permitted to display large ve-
hicle-oriented Primary Facade Signs as described
later  in these Guidelines.  Second floor business
with second f loor windows are permitted to have
a sign in each of their windows displaying only
their business name in an area no larger than
30% of a single pane of glass.  No window signs
are permitted above the second f loor.



87D   O   W   N   T   O   W   N      O   N   T   A   R   I   O      D   E   S   I   G   N      G   U   I   D   E   L   I   N   E   S

7 FEET

AWNING

SOFFIT MOUNTED EXAMPLE

BUILDING FACADE

9"

These dimensions shall be followed to maintain
visual harmony between adjacent facades.

The minimum dimensions shall be followed regardless of mounting method.

NON-RETRACTABLE AWNING

EXAMPLE HUNG FROM
AWNING STRUCTURE *

BUILDING FACADE

WALL MOUNTED EXAMPLE *

BUILDING FACADE

EXAMPLE HUNG FROM A
CANTILEVERED CANOPY *

BUILDING FACADE

CANTILEVERED
ARCHITECTURAL
CANOPY

*

F i gu r e  2C .2 :   E x amp l e s  o f  Moun t i n g  Op t i on s  f o r  P ede s t r i a n - s ca l ed  P r o j e c t i n g  S i gn sF i gu r e  2C .2 :   E x amp l e s  o f  Moun t i n g  Op t i on s  f o r  P ede s t r i a n - s ca l ed  P r o j e c t i n g  S i gn sF i gu r e  2C .2 :   E x amp l e s  o f  Moun t i n g  Op t i on s  f o r  P ede s t r i a n - s ca l ed  P r o j e c t i n g  S i gn sF i gu r e  2C .2 :   E x amp l e s  o f  Moun t i n g  Op t i on s  f o r  P ede s t r i a n - s ca l ed  P r o j e c t i n g  S i gn sF i gu r e  2C .2 :   E x amp l e s  o f  Moun t i n g  Op t i on s  f o r  P ede s t r i a n - s ca l ed  P r o j e c t i n g  S i gn s

S i g n s  c o m m o n  t o  a l l  S u b d i s t r i c t s
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2C.4.8 Mid-block Pass-through Signs

See the Facade Guidelines section for a de-
scription of and design guidelines for these pe-
destrian corridors.

No private business signs shall be allowed
on the walls or within the landscaping of the
mid-block pass-throughs unless there is a public
entry that opens onto a mid-block pass-through.
If there is a business entry on the mid-block pass-
through, the sign guidelines will be the same as
the guidelines for sign and sign lighting at a rear
entry.  Windows on a mid-block pass-through
can be used for a business name, goods and ser-
vices signs subject to the same letter area and
placement guidelines as the street-facing windows.

2C.5  General Considerations

2C.5.1 Letter style exemptions and corporate
graphic programs

These guidelines provide examples of histori-
cally preferred letter styles for each Subdistrict.
However the business owner may use a non-his-
toric letter style for the name of the business
only for reasons of marketing.  This exemption
recognizes the evocative power of a letter style
to communicate the nature of the goods or ser-
vices offered.  For example, a business in the
Turn-of-the-Century Subdistrict might have a par-
ticularly contemporary product line, for which a
contemporary letter style might be more com-
municative.  This exemption also allows busi-

nesses with existing multiple locations and an
established graphic style to benefit from the
public’s familiarity with their visual image.  This
exemption applies only to the letter style of the
business name.  All other visual aspects of the
business’ sign such as scale, placement and con-
tent must conform to the Guidelines.

2C.5.2 Relationship between letter style and
sign area

The letter stroke width has an important af-
fect on the visual impact of a sign.  Please refer
to figure 2C.1.  Letters that use very thick bold
stroke widths do not need to be as large as letters
that use thinner stroke widths to achieve the same
readability and public awareness.  Therefore, when
these guidelines refer to maximum letter area some
judgment must be exercised depending on large,
medium or small stroke widths.  Please refer to
the stroke width example chart in figure 2C.1.
Sign impact is also affected by the use of capital
letters and script letters.  Words using all capital
letters do not have to be as large in rectilinear
area as words using capital and lower case or
script letters.  The effect of these distinctions on
sign area will be subject to the design review pro-
cess.

2C.5.3 Multi-cultural, multilingual marketing

These Sign Design Guidelines primarily
specify four types of signs for each commercial
facade: Primary Facade Sign, Window Sign, Aw-

ning Valance Sign and a Pedestrian-scaled Pro-
jecting Sign.  For those businesses who appeal to
a multilingual clientele, these guidelines suggest
using only one language per sign.  Other signs
on the facade may be in another language.  This
will avoid the visual clutter of making each sign
bilingual.  The use of more than one language or
alphabet does not alter or expand the content
and maximum area restrictions of these Sign
Design Guidelines.

2C.5.4 Nonpermanent promotional banners

Temporary fabric banners  can be displayed
for a maximum of three times per year and shall
be removed after 45 days, and shall not be re-
placed within the following 30 days.  Holiday
decorations shall be removed no later than 7 days
after the holiday.  Temporary window painting is
not permitted.

2C.5.5 Incidental or minor signs

Incidental signs such as store hours, parking
information, telephone numbers, credit cards
accepted should be scaled for pedestrian, not
vehicular, visibility.  The maximum letter height
for this type of information is 1.5”.  Sign loca-
tion is limited to either on, or adjacent to, entry
doors.  The total sign area is limited to 2 square
feet.
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2C.5.6 Address numbers

Every business shall display an address num-
ber.

Content:  Only the number. Not the street
name.

Required letter height:  4 inches.

Placement:  Centered, left to right, 12” from
the top, on a glass door or centered on a
glass transom or on the awning valance.

Letter style:  Repeat a letter style used else-
where on the building facade.

Color and materials:  On glass, use a light
color or gold or silver leaf that is in use else-
where on the building, hand paint or screen
print to the interior side of the glass. On the
awning valance, screen print in a contrasting
color selected from the Architectural Color
Palette of the relevant Subdistrict.

2C.5.7 Quality of sign materials, fabrication
and installation

All signs must be fabricated and installed to
the highest standards of quality craftsmanship.
All possible attention must be paid to the details
of fabrication that result in an attractive and
durable sign.  Only exterior grade materials shall
be used.  Sheet metal detailing is a particular
area for concern.  The electrical power source
such as wires or conduit for internal and exter-
nal sign lighting must not be exposed.  All the

appropriate manufacturers recommendations
shall be followed when fabricating  components,
applying sealers, primers and finish coats of paint.
The City reserves the option of inspecting the
finished sign prior to installation.

2C.5.8 Sign maintenance

All exterior signs shall be kept clean and prop-
erly maintained.  All supports, braces, anchors
and electrical components shall be kept safe, pre-
sentable and in good structural condition.  De-
fective lighting elements shall be promptly re-
placed.  Weathered and/or faded painted surfaces
shall be promptly repainted.

2C.5.9 Encroachment Permits

An encroachment permit is required before
the installation of any sign that extends into the
right-of-way.

Please contact the City of Ontario Engineer-
ing Department for further information.

S i g n s  c o m m o n  t o  a l l  S u b d i s t r i c t s
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2C.6  Signs for the Turn-of-the-Century
Subdistrict

2C.6.1 Primary Facade Sign

Content:  The name of the business only.

Placement:  The sign must be centered within
the sign band of the building.  (See figure
2C.3)

Maximum letter height:  The maximum
height of the largest letter must not be more
than 70% of the f lat vertical dimension of
the building’s sign band.  The letters must
not be placed closer than two feet from the
left or right edge of the sign band.  (See fig-
ure 2C.4)

Minimum letter height:  The minimum
height of the largest letter must not be less
than 50% of the f lat vertical dimension of
the building’s sign band.

Letter style:  Serif and script letter styles simi-
lar to those shown on the Turn-of-the-Cen-
tury letter style, ornaments and borders sample
page are preferred.  (See figure 2C.5)

Graphic ornaments:  Refer to the Turn-of-
the-Century Primary Facade Sign Ornament
chart shown in figure 2C.5 for examples of
acceptable ornaments. Ornaments shall not
be painted directly on the wall.  The material
of the ornament shall be a minimum of half
an inch thick.  Ornaments shall be discreet
in size and used in pairs symmetrically within

the sign band.  They are not calculated as
part of the maximum letter area.

Color:  Gold or silver leaf is preferred.  For
painted letters, select either the major trim
color, minor trim color or  accent color from
the architectural color palettes in the Facade
Section of these Guidelines. Painted letters
should have a high gloss finish.

Materials / mounting:  Individually cut out
letters are required.  (Script letter styles can
be linked).  The letters must be a minimum
of 1” in depth and mounted on spacers a
minimum of 1” off the build surface. (See
figure 2C.3)  Any exterior grade materials and
fabrication techniques are acceptable for the
letters.  Sculpted letters are preferred over
straight cut letters.  Refer to figure 2C.4).

Lighting:  Refer to figure 2C.6.  Visible neon
tube light is prohibited in this Subdistrict.

2C.6.2 Window Sign

Content:  Window signs must contain the
name of the business. They may also contain
brief information about the goods and ser-
vices.  The letter size of any supplemental
information about goods and services should
be no larger than 30% of the letter size of the
business name.  (See figures 2C.7 & 2C.8)

Placement:  If the building facade is sym-
metrical with a central entry and two major
windows, there should be a window sign in
each window.  If the facade is asymmetrical, a

window sign should be applied in only the
largest window.

Maximum letter area:  15% of the area of
the window glazing on which the sign will
applied, not including ornaments or borders.
(See figure 2C.7)

Minimum letter area:  10% of the area of
the glass, not including ornaments and bor-
ders.

Letter style:  Serif and script letter styles simi-
lar to those shown on the letter style, orna-
ments and borders sample page are preferred.
(See figure 2C.4)

Borders and ornaments:  Every window
with a sign must have an ornamental border.
Borders on all frontage windows are preferred.
Borders do not have be placed on all four
sides of the window.  The inner edge of the
border should not be further than 6” from
the outer edge of the glass.  The outer edge
of the border shall be no closer than 3 inches
to the outer edge of the glass.  Words of a
uniform height not to exceed 2” may be used
as part of a border.  (See figure 2C.8)

Material & color:  For letters, ornaments
and borders, gold or silver leaf or metallic
vinyl are the preferred materials for window
signs in this Subdistrict. Very light value col-
ors are also acceptable.  A black or very dark
“drop shadow” color behind the letters is rec-
ommended to increase visibility.  The sign(s)
and borders shall be applied directly to the
interior side of the glass window.
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PRIMARY FACADE SIGNS

ADDRESS NUMBERS GOLD LEAF
WINDOW SIGNS

PROJECTING PEDESTRIAN SIGNS

GRAPHIC ORNAMENT
always used in pairs

SIGN LIGHT FIXTURES

AWNING
VALANCE
GRAPHICS

GOLD LEAF
WINDOW
BORDERS

SIGN BANDS

2 feet
minimum

SECOND FLOOR
WINDOW SIGN

F i gu r e  2C .3 :   E x amp l e  o f  F a cade  S i gn s  i n  t h e  Tu rn - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .3 :   E x amp l e  o f  F a cade  S i gn s  i n  t h e  Tu rn - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .3 :   E x amp l e  o f  F a cade  S i gn s  i n  t h e  Tu rn - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .3 :   E x amp l e  o f  F a cade  S i gn s  i n  t h e  Tu rn - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .3 :   E x amp l e  o f  F a cade  S i gn s  i n  t h e  Tu rn - o f - t h e -Cen t u r y  Subd i s t r i c t

S i g n s  f o r  T u r n - o f - t h e - C e n t u r y  S u b d i s t r i c t
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2C.6.3 Prohibited Signs in the Turn-of-the-
Century Subdistrict

Window signs above the second floor.

Pole mounted or freestanding signs.

Signs with neon tube lighting.

Please see section 2C.4.2 for a complete list
of prohibited signs in all Subdistricts on Page
84.
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PRIMARY FACADE SIGNS

ADDRESS NUMBERS

GOLD LEAF
WINDOW SIGNS

PROJECTING PEDESTRIAN SIGNS

    GRAPHIC
 ORNAMENTS
placed symetrically

SIGN LIGHT FIXTURES

AWNING GRAPHICS

GOLD LEAF
WINDOW
BORDERS

architectural mouldings
defines sign band

SIGN BAND

              " X"
the f lat vertical dimension
  of the sign band between
   architectural mouldings

SECTION
through
sign
band

Minimum height
of the largest letter
50% of "X"

Maximum height
of the largest letter
70% of "X"

Minimum
letter
thickness
1 inch

1 inch spacers

 2
feet
min.

FACES OF THE LETTERS

BACKS OF THE LETTERS

   Section through two
types of sculpted letters

F i gu r e  2 .C .4 :   De t a i l  o f  P r ima r y  Facade  S i gn  i n  t h e  Tu rn - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2 .C .4 :   De t a i l  o f  P r ima r y  Facade  S i gn  i n  t h e  Tu rn - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2 .C .4 :   De t a i l  o f  P r ima r y  Facade  S i gn  i n  t h e  Tu rn - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2 .C .4 :   De t a i l  o f  P r ima r y  Facade  S i gn  i n  t h e  Tu rn - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2 .C .4 :   De t a i l  o f  P r ima r y  Facade  S i gn  i n  t h e  Tu rn - o f - t h e -Cen t u r y  Subd i s t r i c t

S i g n s  f o r  T u r n - o f - t h e - C e n t u r y  S u b d i s t r i c t
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CENTURY SCHOOLBOOK
Century Schoolbook

F i gu r e  2C .5 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .5 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .5 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .5 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .5 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c t
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SHEET METAL CHANNEL LETTERS
WITH AN INTERNAL NEON TUBE
OR INCANDESCENT BULBS.
THESE LETTERS CAN EMIT LIGHT
FROM THE FRONT OR BACK (reverse channel)
AND THE LIGHT SOURCE CAN BE
VISIBLE OR COVERED BY
ACRYLIC SHEET

SIGN
LETTER

SIGN BAND

MULTIPLE PERIOD
LIGHT FIXTURES
MOUNTED ABOVE
THE SIGN BAND

INDIRECT LIGHT SOURCES
CONCEALED IN TROUGH-LIKE
ARCHITECTURAL MOLDINGS
WHICH EXTEND THE FULL
WIDTH OF THE SIGN BAND
REGARDLESS OF THE LENGTH
OF THE SIGN.
Note: Any architectural details
added to the facade for sign purposes
must conform to the architectural
design guidelines of the Subdistrict.

SIGN
LETTER

6 inch maximum depth
from the front edge of
the letter to the wall

F i gu r e  2C .6 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .6 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .6 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .6 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .6 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c t

S i g n s  f o r  T u r n - o f - t h e - C e n t u r y  S u b d i s t r i c t
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F i gu r e  2C .7 :   S t r e e t  l e v e l  W i ndow  S i gn  E xamp l e  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .7 :   S t r e e t  l e v e l  W i ndow  S i gn  E xamp l e  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .7 :   S t r e e t  l e v e l  W i ndow  S i gn  E xamp l e  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .7 :   S t r e e t  l e v e l  W i ndow  S i gn  E xamp l e  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c tF i g u r e  2C .7 :   S t r e e t  l e v e l  W i ndow  S i gn  E xamp l e  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c t
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F i g u r e  2 C .F i g u r e  2 C .F i g u r e  2 C .F i g u r e  2 C .F i g u r e  2 C .88888:   S t r e e t  l e v e l  W i ndow  S i gn  E xamp l e  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c t:   S t r e e t  l e v e l  W i ndow  S i gn  E xamp l e  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c t:   S t r e e t  l e v e l  W i ndow  S i gn  E xamp l e  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c t:   S t r e e t  l e v e l  W i ndow  S i gn  E xamp l e  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c t:   S t r e e t  l e v e l  W i ndow  S i gn  E xamp l e  i n  t h e  Tu r n - o f - t h e -Cen t u r y  Subd i s t r i c t

S i g n s  f o r  T u r n - o f - t h e - C e n t u r y  S u b d i s t r i c t
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2C.7  1920 through 1940’s Subdistrict

This Subdistrict is more stylistically diverse
than the Turn-of-the-Century Subdistrict and
therefore more open to interpretation by the
Design Review Process.  The most distinct styles
within this time span are Art Moderne, Art Deco
and the Streamline Style.

2C.7.1 Primary Facade Sign

Content:  The name of the business only.

Placement area:  Within the largest f lat rect-
angular area on the facade.  (See Figure 2C.9)

Maximum letter area:  If the placement
area as described above is 20% or more of
the total rectilinear area of the facade, the
maximum letter area is 15% of the placement
area. (See Figure 2C.9)

If the placement area is less than 20% and
more than 5% of the total rectilinear area of
the facade, the maximum letter area is 20%
of the placement area.

If the placement area is 5% or less of the
total rectilinear area of the facade, the maxi-
mum letter area is 30% of the placement area.
(See Figure 2C.10)

Ornamental  elements are not calculated as
part of the maximum letter area.

Minimum letter area:  60% of the allow-
able maximum letter area.

Letter style:  Sans serif preferred, refer to
Suggested Letter Styles for the 1920 through
1945 Subdistrict. (See Figure 2C.11)

Color:  Select colors which are compatible
with the Architectural Color Palette for this
Subdistrict.  Exterior grade metallic finishes
are also appropriate for this Subdistrict.

Materials / mounting:  Individual sheet
metal letters or sheet metal signs with curvi-
linear silhouettes faced with painted graphics
and visible neon are very appropriate for this
Subdistrict.  As in all Subdistricts, rectangu-
lar sign cans with an acrylic face and an inter-
nal light source (usually f luorescent) are spe-
cif ically prohibited.  (See Figure 2C.10)

Lighting:  Double-sided projecting blade signs
with neon are also appropriate.  Blade signs
are narrow in width, predominantly vertical
with stacked letters.  Channel letters mounted
on exposed “raceways” are not allowed.  (See
Figure 2C.12)

2C.7.2 Window Signs

To promote marketability in all the Subdis-
tricts, the preferred use of windows is to provide
a view of products (merchandise) or a view into
the business interior.  Therefore, the greater por-
tion of the window area must remain clear, free
from graphics or obstructions.  Windows should
not be covered 24 hours a day by interior cur-
tains, very dark tinting or non-merchandise equip-
ment that blocks the view into the building.

Content:  Window signs must contain the
name of the business.  They may also contain
brief information about the goods and ser-
vices.  The letter size of any supplemental
information about goods and services should
be no larger than 30% of the letter size of the
business name.

Placement:  If the building facade is sym-
metrical with a central entry and two major
windows, there should be a window sign in
each window.  If the facade is asymmetrical, a
window sign should be placed in only the
largest window.

Maximum letter area:  15% of the area of
the window glazing on which the sign will
applied, not including ornaments or borders.

Minimum letter area:  10% of the window
glazing, not including ornaments and borders.

Letter style:  Sans serif letter styles are rec-
ommended.  (See Figure 2C.14)

Borders and ornaments:  Optional; Art
Deco, Art Moderne and Streamline styles are
encouraged.

Material & color:  For letters, ornaments
and borders gold or silver leaf or metallic vi-
nyl are the preferred materials for window
signs in this Subdistrict.  Very light value col-
ors are also acceptable.  A black or very dark
“drop shadow” color behind the letters is rec-
ommended to increase visibility.  The graph-
ics should be applied directly to the interior
side of the glass window.
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This is the sign Placement Area because
it is the largest flat area on the building
facade. It is over 20% of the area of the
building facade.

The rectilinear area of the letters is 15%
of the Placement Area. Note the
ornamental lines are not part of the
letter area calculation.

WINDOW SIGNS

F i gu r e  2C .9 :   Ca l cu l a t i o n  o f  Max imum Le t t e r  A r e a  f o r  P r ima r y  Facade  S i gn s  i n  1920 ’ s - 1940 ’ s  Subd i s t r i c t :  Me t hod  1F i gu r e  2C .9 :   Ca l cu l a t i o n  o f  Max imum Le t t e r  A r e a  f o r  P r ima r y  Facade  S i gn s  i n  1920 ’ s - 1940 ’ s  Subd i s t r i c t :  Me t hod  1F i gu r e  2C .9 :   Ca l cu l a t i o n  o f  Max imum Le t t e r  A r e a  f o r  P r ima r y  Facade  S i gn s  i n  1920 ’ s - 1940 ’ s  Subd i s t r i c t :  Me t hod  1F i gu r e  2C .9 :   Ca l cu l a t i o n  o f  Max imum Le t t e r  A r e a  f o r  P r ima r y  Facade  S i gn s  i n  1920 ’ s - 1940 ’ s  Subd i s t r i c t :  Me t hod  1F i gu r e  2C .9 :   Ca l cu l a t i o n  o f  Max imum Le t t e r  A r e a  f o r  P r ima r y  Facade  S i gn s  i n  1920 ’ s - 1940 ’ s  Subd i s t r i c t :  Me t hod  1

S i g n s  f o r  1 9 2 0 ’ s  t h r o u g h  1 9 4 0 ’ s  S u b d i s t r i c t
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Lighting:  Window signs should not receive
their own exterior light source.

2C.7.3 Prohibited Signs in the 1920’s - 1940’s
Subdistrict

Window signs above the second floor.

Pole mounted signs.

Freestanding signs.

Please see section 2C.4.2 for a complete list
of prohibited signs in all Subdistricts on Page
84.

F i gu r e  2C .10 :   E x amp l e s  o f  A l l owed  Shee t  Me t a l  S i gn sF i gu r e  2C .10 :   E x amp l e s  o f  A l l owed  Shee t  Me t a l  S i gn sF i gu r e  2C .10 :   E x amp l e s  o f  A l l owed  Shee t  Me t a l  S i gn sF i gu r e  2C .10 :   E x amp l e s  o f  A l l owed  Shee t  Me t a l  S i gn sF i gu r e  2C .10 :   E x amp l e s  o f  A l l owed  Shee t  Me t a l  S i gn s

Sheet metal signs with curvilinear (non-rectangular) silhouettes faced with painted graphics and
visible neon are very appropriate in the 1920’s through 1940’s Subdistrict.  These signs are
double-sided and projecting.  Single-sided signs mounted flat to the facade could also share this
method of fabrication.
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This is the Sign Placement Area because it is the
largest flat area on the building facade.
It is 5% of the area of the building facade.

The rectilinear area of the letters
(Letter Area)
is 30% of the Placement Area.

F i gu r e  2C .11 :   Ca l cu l a t i o n  o f  Max imum Le t t e r  A r e a  f o r  P r ima r y  Facade  S i gn s  i n  1920 ’ s - 1940 ’ s  Subd i s t r i c t :  Me t hod  2F i gu r e  2C .11 :   Ca l cu l a t i o n  o f  Max imum Le t t e r  A r e a  f o r  P r ima r y  Facade  S i gn s  i n  1920 ’ s - 1940 ’ s  Subd i s t r i c t :  Me t hod  2F i gu r e  2C .11 :   Ca l cu l a t i o n  o f  Max imum Le t t e r  A r e a  f o r  P r ima r y  Facade  S i gn s  i n  1920 ’ s - 1940 ’ s  Subd i s t r i c t :  Me t hod  2F i gu r e  2C .11 :   Ca l cu l a t i o n  o f  Max imum Le t t e r  A r e a  f o r  P r ima r y  Facade  S i gn s  i n  1920 ’ s - 1940 ’ s  Subd i s t r i c t :  Me t hod  2F i gu r e  2C .11 :   Ca l cu l a t i o n  o f  Max imum Le t t e r  A r e a  f o r  P r ima r y  Facade  S i gn s  i n  1920 ’ s - 1940 ’ s  Subd i s t r i c t :  Me t hod  2

S i g n s  f o r  1 9 2 0 ’ s  t h r o u g h  1 9 4 0 ’ s  S u b d i s t r i c t
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F i gu r e  2C .12 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  1920 ’ s  -  1940 ’ s  Subd i s t r i c tF i g u r e  2C .12 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  1920 ’ s  -  1940 ’ s  Subd i s t r i c tF i g u r e  2C .12 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  1920 ’ s  -  1940 ’ s  Subd i s t r i c tF i g u r e  2C .12 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  1920 ’ s  -  1940 ’ s  Subd i s t r i c tF i g u r e  2C .12 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  1920 ’ s  -  1940 ’ s  Subd i s t r i c t
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PARALLEL LINES OF VISIBLE
NEON TUBING MOUNTED
BETWEEN THE SIGN BAND
WALL AND THE SIGN LETTERS
MOUNTED OFF THE WALL
ON THIN ROD SPACERS

SIGN
LETTER

VISIBLE NEON TUBING
MOUNTED IN FRONT OF
CUT OUT SINGLE THICKNESS
FLAT SHEET METAL LETTERS

CONCEALED
LIGHT SOURCE
ILLUMINATING
THE WALL BEHIND
LETTERS EDGE
MOUNTED
ON AN
ARCHITECTURAL
ELEMENT

SIGN
LETTER

INDIRECT LIGHT SOURCES
CONCEALED IN TROUGH-LIKE
ARCHITECTURAL MOLDINGS
WHICH EXTEND THE FULL
WIDTH OF THE SIGN BAND
REGARDLESS OF THE LENGTH
OF THE SIGN.
Note: Any architectural details
added to the facade for sign purposes
must conform to the architectural
design guidelines of the Subdistrict.

SIGN
LETTER

SIGN BAND

MULTIPLE PERIOD
LIGHT FIXTURES
MOUNTED ABOVE
THE SIGN BAND

SHEET METAL CHANNEL LETTERS
WITH AN INTERNAL NEON TUBE
OR INCANDESCENT BULBS.
THESE LETTERS CAN EMIT LIGHT
FROM THE FRONT OR BACK (reverse channel)
AND THE LIGHT SOURCE CAN BE
VISIBLE OR COVERED BY
ACRYLIC SHEET

9 inch maximum depth
from the front edge of
the letter to the wall

Note; No exposed raceways are permitted.

F i gu r e  2C .13 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  1920 ’ s  -  1940 ’ s  Subd i s t r i c tF i g u r e  2C .13 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  1920 ’ s  -  1940 ’ s  Subd i s t r i c tF i g u r e  2C .13 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  1920 ’ s  -  1940 ’ s  Subd i s t r i c tF i g u r e  2C .13 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  1920 ’ s  -  1940 ’ s  Subd i s t r i c tF i g u r e  2C .13 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  1920 ’ s  -  1940 ’ s  Subd i s t r i c t

S i g n s  f o r  1 9 2 0 ’ s  t h r o u g h  1 9 4 0 ’ s  S u b d i s t r i c t
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2C.8  1950’s Styles Subdistrict

This Subdistrict is most stylistically f lamboy-
ant of the three commercial Subdistricts.  The
distinction between major architectural details
and sign elements was frequently indiscernible
in this style.  Signs of the 1950’s era were visually
more important in the overall architectural de-
sign of the building than in earlier architectural
styles. The name “Googie’s” is often used for
this style of commercial architecture.  It was the
name of a chain of coffee shops of the era.
Double-sided signs that projected out from the
facade and above the roof line were typical of
the style.  This “exuberance” is difficult to codify
in design guidelines and therefore will be more
dependent on the design review process to main-
tain harmony within the Subdistrict.  Design and
context will be very important in the approval
process.

2C.8.1 Primary Facade Sign

Content:  The words are limited solely to the
name of the business.

Placement area:  Within the largest f lat rect-
angular area on the facade.  In this Subdis-
trict only, a large area of facade which cov-
ered by a uniformed patterned, textured, em-
bossed or perforated decorative material can
be considered as the Placement Area.  Orna-
mental portions of a sign, not the letters, may
touch the edge of this placement  area. (See
figure 2C.14)   Double-sided signs that project

out a maximum of 3 feet from the facade are
allowed.  Facade-mounted signs that protrude
not more than 3 feet above the top of the
facade are allowed.  (See figure 2C.15)

Maximum letter area:  If the placement
area as described above is 20% or more of
the total rectilinear area of the facade, the
maximum letter area is 15% of the placement
area.  If the placement area is less than 20%
and more than 5% of the total rectilinear area
of the facade, the maximum letter area is 20%
of the placement area.  If the placement area
is 5% or less of the total rectilinear area of
the facade, the maximum letter area is 30%
of the placement area.  Ornamental elements
of the sign design are not calculated as part
of the letter area.

Figures 2C.9 and 2C.11 in the 1920’s -1940’s
Subdistrict show the method of calculation
of the letter areas for this Subdistrict as well.

Minimum letter area:  60% of the allow-
able maximum letter area.

Letter style:  Custom designs, particularly
script letters, are very appropriate.  (See fig-
ure 2C.16)

Ornaments:  Ornaments of the time period
are encouraged in this Subdistrict. (See figure
2C.16)

Color:  Colors must be compatible with the
Architectural Facade Color Schemes.

Materials / mounting:  Plastic and painted
sheet metal are very appropriate.  Textural
and perforated sheet metal are also permit-

ted.  Multiple elements of varying thickness
are typical of this style.

Lighting:  Neon, indirect lighting and inter-
nal lighting.  (See figure 2C.17)

Partially Roof Mounted Primary Facade Sign

The 1950's Style Subdistrict is the only sub-
district that allows any part of a sign to be at-
tached to the building roof. In this subdistrict,
projecting, double-sided primary facade signs can
be partially roof mounted. The term "partially"
means the sign must also be attached to the ver-
tical facade of the building below the roof line.

The dominant thickness of the sign shall not
exceed 9",  subordinate portions of the sign de-
sign can be as much as 18" in thickness.

If the largest portion of the sign is below the
roof line, (see Figure 2C.15 ) the maximum height
above the roof line is limited to 4 feet and the
maximum projection from the face of the build-
ing is limited to 3 feet.

If the largest portion of the sign is above the
roof line, the maximum height above the roof
line is limited to 8 feet and the maximum projec-
tion from the face of the building is limited to 3
feet. In addition, the widest portion of the sign
(in side view) can not be higher than 75% of the
distance from the roof line to the top of the
sign. Irregular, non-rectangular shapes are more
desirable in the design of these signs.  For ex-
ample, if the sign is 8 feet high above the roof
line, the top of the widest portion of the sign
should be no more than 6 feet above the roofline.
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F i gu r e  2C .14 :   E x amp l e  o f  F a cade  S i gn s  i n  t h e  1950 ’ s  S t y l e  Subd i s t r i c tF i g u r e  2C .14 :   E x amp l e  o f  F a cade  S i gn s  i n  t h e  1950 ’ s  S t y l e  Subd i s t r i c tF i g u r e  2C .14 :   E x amp l e  o f  F a cade  S i gn s  i n  t h e  1950 ’ s  S t y l e  Subd i s t r i c tF i g u r e  2C .14 :   E x amp l e  o f  F a cade  S i gn s  i n  t h e  1950 ’ s  S t y l e  Subd i s t r i c tF i g u r e  2C .14 :   E x amp l e  o f  F a cade  S i gn s  i n  t h e  1950 ’ s  S t y l e  Subd i s t r i c t

S i g n s  f o r  1 9 5 0 ’ s  s t y l e s  S u b d i s t r i c t
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To preserve appropriate sightlines these roof
mounted signs can only be utilized on buildings
with a minimum linear frontage of 20 feet. Spe-
cial attention must be given to the position of
roof signs on adjacent or adjoining buildings.

761.19
1.21
1.23

REGULAR

UNLEADED

PREMIUM

7 feet

7 feet

4 feet

5 feet

  18"

Body of the sign

Ornamental element

Sign
base

An example of a 1950's style partially roof-
mounted sign with the largest portion of the
design above the roof line.

Monument Signs

The 1950’s Subdistrict permits freestanding
doublesided monument signs under very specific
conditions. The property must be a corner loca-
tion. The building must be set back at least 20
feet from the front (Euclid) property line. The
sign must be located at the corner of the prop-
erty where the streets meet. The sign must be
positioned at a 45 degree angle to the front street.

No part of the sign shall be closer than 5
feet to the property line. The sign must be
mounted within a landscaped area no smaller
than 60 square feet. The sign must be mounted

on a base 18 inches high and at least 12 inches
thick. The length of the base must be at least 3
feet and not exceed 6 feet. The sign must not be
rectangular. The main body of the sign may not
be taller than 4 feet. A subordinate portion of
the sign may be 5 feet above grade. This subordi-
nate portion of the sign should be primarily or-
namental, containing perhaps a symbol,trademark
or logo, but no text.The total area of the sign
may not exceed 18 square feet, not including the
base. The total area of the sign is determined by
multipling the greatest width dimension (in feet)
by 2.5 feet. (See figure below)

An example of a freestanding monument sign allowed in the 1950’s Subdistrict.
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NOTE: signs mounted solely from the roof are not permitted.

18” maximum

9” maximum

F i gu r e  2C .15 :   E x amp l e  o f  F a cade  Roo f  S i gn s  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .15 :   E x amp l e  o f  F a cade  Roo f  S i gn s  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .15 :   E x amp l e  o f  F a cade  Roo f  S i gn s  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .15 :   E x amp l e  o f  F a cade  Roo f  S i gn s  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .15 :   E x amp l e  o f  F a cade  Roo f  S i gn s  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c t

S i g n s  f o r  1 9 5 0 ’ s  s t y l e s  S u b d i s t r i c t

An example of a 1950's style partially roof-mounted sign with the largest portion of the design below the roof line
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2C.8.2 Window Sign

In the 1950’s styles, the display windows were
commonly a larger proportion of the overall area
of the facade.  Therefore, the glass area to letter
area ratio has been changed in this Subdistrict
so the window signs are not inappropriately large.

Content:  Window signs shall contain the
name of the business.  They may also contain
brief information about the goods and ser-
vices.  The letter size of any supplemental
information about goods and services should
be no larger than 50% of the letter size of the
business name.

Placement:  Window signs should be placed
asymmetrically on the largest frontage win-
dow on the side closest to the entry, within
12” to the edge of the glass.

Maximum area:  10% of the area of the
piece of glass on which the sign will applied,
including ornaments.

Minimum area:  5% of the area of the glass,
including ornaments.

Letter style:  Should match the Primary Fa-
cade Sign.

Material & color:  Gold or silver leaf or
metallic vinyl are the preferred materials for
window signs in this Subdistrict.  Very light
value colors from the architectural color pal-
ette are also acceptable.  A black or very dark
“drop shadow” color behind the letters is rec-
ommended to increase visibility.  The sign

should be applied directly to the interior side
of the glass window.

Lighting:  Window signs should not receive
their own external light source.

2C.8.3 Prohibited Signs in the 1950’s
Subdistrict

Window signs above the first (street) f loor

Pole mounted signs

Please see section 2C.4.2 for a complete list
of prohibited signs in all Subdistricts on Page
84.
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F i gu r e  2C .16 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .16 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .16 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .16 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .16 :   Sugge s t ed  L e t t e r  s t y l e s  and  O rnamen t s  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c t

S i g n s  f o r  1 9 5 0 ’ s  s t y l e s  S u b d i s t r i c t
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INDIRECT LIGHT SOURCES
CONCEALED IN TROUGH-LIKE
ARCHITECTURAL MOULDINGS
Note: Any architectural details
added to the facade for sign purposes
must conform to the architectural
design guidelines of the Subdistrict.

SHEET METAL CHANNEL LETTERS
WITH AN INTERNAL NEON TUBE
OR INCANDESCENT BULBS.
THESE LETTERS CAN EMIT LIGHT
FROM THE FRONTOR BACK (reverse channel )
AND THE LIGHT SOURCE CAN BE
VISIBLE OR COVERED BY
ACRYLIC SHEET

EXPOSED
NEON TUBING
IN A CONNECTED
SCRIPT LETTER STYLE
WITH AN INITIAL
CAPITAL AND
LOWER CASE
LETTERS

VISIBLE NEON TUBING
MOUNTED IN FRONT OF
CUT OUT SINGLE THICKNESS
FLAT SHEET METAL LETTERS

FLOODLIGHTS MOUNTED ON THE TOP
OF CANTILEVERED SUNSHADE
ARCHITECTURAL ELEMENTS ( not fabric awnings )

PRIMARY FACADE SIGN

PARALLEL LINES OF VISIBLE
NEON TUBING MOUNTED
BETWEEN THE SIGN BAND
WALLAND THE SIGN LETTERS
MOUNTED OFF THE WALL
ON THIN ROD SPACERS

SIGN
LETTER

CONCEALED
LIGHT SOURCE
ILLUMINATING
THE WALL BEHIND
LETTERS EDGE
MOUNTED
ON AN
ARCHITECTURAL
ELEMENT

SIGN
LETTER

F i gu r e  2C .17 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .17 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .17 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .17 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c tF i g u r e  2C .17 :   Sugge s t ed  Me thods  o f  P r ima r y  Facade  S i gn  L i gh t i n g  i n  t h e  1950 ’ s  S t y l e s  Subd i s t r i c t
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F i gu r e  2C .18 :   E x amp l e  o f  A l l owed  S i gn  CansF i gu r e  2C .18 :   E x amp l e  o f  A l l owed  S i gn  CansF i gu r e  2C .18 :   E x amp l e  o f  A l l owed  S i gn  CansF i gu r e  2C .18 :   E x amp l e  o f  A l l owed  S i gn  CansF i gu r e  2C .18 :   E x amp l e  o f  A l l owed  S i gn  Cans

S i g n s  f o r  1 9 5 0 ’ s  s t y l e s  S u b d i s t r i c t
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2C.9  Freestanding Signs for Businesses
in Residential Buildings

Buildings whose architecture and grounds
(front yard lawn) are predominantly residential
in character must confine their name and infor-
mation to a single freestanding sign.  This one
sign per building limitation is not altered by
multiple businesses within a single building.

See figure 2C.19.

Note:  no signs of any size should be
mounted on any part of the structure.  This limi-
tation is consistent with the preservation of the
historic character of the district.  It would not
be consistent with the purpose of these design
guidelines to permit the same amount of sign
area on a residential structure that would be ap-
propriate on a commercial structure of similar
size.

Content:  Business name, hours and one tele-
phone number per separately owned business.

Form:  Freestanding, single-sided if parallel
to the street, double-sided if positioned at 90
degrees to the street.  The bottom edge of the
sign area must be no lower than 18” off the
ground.  Some physical element of the sign
should be a repetition or variation of an ele-
ment on the building.  This could be, for
example, a porch bracket, a finial, a molding
or window shape.

Materials:  The predominant material of the
building (residence) should be used as some
component of the sign.  For example, if the

residence wall material  is shingle or plaster
or brick, those materials may be used as a
base on which a sign panel could be mounted.

Placement:  To preserve the residential char-
acter of the site, the freestanding sign should
be mounted in a landscaped area (the lawn)
midway between the building (or porch) and
the property line.  If the distance from the
front of the building (or porch) to the front
property line is greater than 20 feet, the sign
shall not be closer than 10 feet to the prop-
erty line.

Maximum sign area:  10 square feet for a
single business.  12 square feet total for mul-
tiple businesses.

Minimum sign area:  8 square feet.

Maximum height:  48 inches from the fin-
ished grade to the top of the sign.

Maximum base height:  24 inches from the
finished grade to the bottom of the sign.

Minimum base height:  18 inches from the
finished grade to the bottom of the sign.

Letter styles:  Any serif letter style.

Colors:  Colors that are compatible with the
colors on the building exterior.  Colors used
for letters may be darker than the colors used
on the building to increase their legibility.
The predominant background color of the
sign must match the predominant color of
the building.

Lighting:  Optional, if lit the source shall be
external only.
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F i gu r e  2C .19 :   E x amp l e  o f  F r e e s t and i n g   S i gnF i gu r e  2C .19 :   E x amp l e  o f  F r e e s t and i n g   S i gnF i gu r e  2C .19 :   E x amp l e  o f  F r e e s t and i n g   S i gnF i gu r e  2C .19 :   E x amp l e  o f  F r e e s t and i n g   S i gnF i gu r e  2C .19 :   E x amp l e  o f  F r e e s t and i n g   S i gn

F r e e s t a n d i n g  S i g n s
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2C.10  Sign Design Review Process and
Submittal Items

Sign Plans shall be submitted to the City of
Ontario Planning Department for review and
approval with final approval by the Building
Department for permit issuance.

2C.10.1 Submittal materials required for signs
on new buildings

Scale drawings of the entire facade showing
the size and location of all signs, including
window, rear entry and awning valance signs.

Engineering drawing certifying the structural
integrity of the mounting technique for the
Primary Facade Sign.

Colors and materials samples for the build-
ing facade and the signs.

Fee payment.

2C.10.2 Submittal materials required for signs
on existing buildings

For new or modified signs on existing build-
ings submit the above items and current color
photographs of the building.

If the design submittal does not comply with
these Sign Design Guidelines and the Develop-
ment Code, approval will not be granted.  An
applicant may appeal the Planning Department
Staff decision to the Planning Commission.
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Tab l e  2C .1 :   P e rm i t t e d  S i gn s  Common  t o  a l l  Subd i s t r i c t sTab l e  2C .1 :   P e rm i t t e d  S i gn s  Common  t o  a l l  Subd i s t r i c t sTab l e  2C .1 :   P e rm i t t e d  S i gn s  Common  t o  a l l  Subd i s t r i c t sTab l e  2C .1 :   P e rm i t t e d  S i gn s  Common  t o  a l l  Subd i s t r i c t sTab l e  2C .1 :   P e rm i t t e d  S i gn s  Common  t o  a l l  Subd i s t r i c t s

S i g n  R e v i e w  P r o c e s s

Table A: Sign Guidelines common to all Sub-Areas (N/A = not applicable)

Sign Type Content Placement Max Number Min. Sign Area Max. Sign Area
Min. Letter 

Height
Max. Letter 

Height Illumination

Second Floor Window Business Name 
Second floor windows 
only; no signs above 
second floor

Maximum of 2 signs 
per second floor 
business per street 
elevation

N/A

30% of glass area 
(1/2 the total glass 
area for double hung 
windows

N/A N/A None

Awning Valance

1). address only, or 2). 
business name only or 3). 
one line list of goods & 
services @ 50% of 
valance height max.

Message layout centered 
on valance One N/A

50% vertical height 
including scalloped 
edge; 60% for 
stripped awning, 
excluding scalloped 
edge

N/A N/A None

Projecting Pedestrian Business Name 7' from finished grade; 9" 
between bldg. & sign One 3 SF 3.5 SF N/A N/A External

Rear Entry: Type 1 
(single sided wall sign 
w/2" spacers between 
sign & wall)  

Business Name
24" from left or right side 
of door; 4" from top of 
door

One (either Type 1 
or Type 2 - not 
both )

5 SF 12 SF N/A N/A External 

Rear Entry: Type 2 
(double sided sign 
projecting sign)

Business Name 8' from finished grade
One (either Type 1 
or Type 2 - not 
both )

5 SF 9 SF N/A N/A External 

Multi-Tenants without 
street frontage

Business Names suite 
numbers optional

Wall adjacent to entry or 
on entry door

One per entry: 
front, rear or mid-
block passthrough

Determined by Max. 
and Min. letter height

Determined by Max. 
and Min. letter height 0.25 inch 2 inches External

Please note:
These tables provide a useful synopsis of the Sign Design Guidelines.  But these are not a substitute for
reading the foregoing text.  Important details, variations, options, exceptions and subtleties of design are
contained in the text and cannot be simplified into these tables.
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Table B: Turn-of-the-Century Subdistrict

Sign Type Content Placement Max. Number Sign Area
Min. Letter 

Area
Max. Letter 

Area Min. Letter Height Max. Letter Height Illumination

Primary Facade Business Name Centered within sign band 
(Fig.2.C.3 ) One N/A N/A N/A

50% of flat vertical 
dimension of sign band 
(Fig,2.C.4)

70% of flat vertical 
dimension of sign 
band (Fig.2C.4)

Refer to FIG.2.C.6 
Visible Neon 
prohibited

Window (ground 
floor)

Business Name  
(information on 
goods & services: 
optional see 
Fig.2.C.8

See Fig.2.C.7

1 per window for 
symmetrical 

facades w/2 equal 
windows & central 

entry; or 1 in 
largest window for 

asymmetrical 
facades

N/A

10% of 
window area, 
not including 
ornaments & 

borders

15% of glass 
area, not 
including 

ornaments / 
borders

 N/A

info on goods & 
services: 30% of 

letter size of 
business name - 

max.

Interior display 
lighting only, no 

exterior lights for 
window signs

Table C: 1920's through 1940's Subdistrict

Sign Type Content Placement Max. Number Sign Area
Min. Letter 

Area
Max. Letter 

Area Min. Letter Height Max. Letter Height Illumination

Primary Facade Business Name

W/in largest flat 
rectangular area of 
facade   (Figures 2C.9 & 
2C.11)

One N/A 60% of max. 
area

15% of 
placement area 

(see P 98 )
N/A N/A Refer to lighting 

chart Fig.2.C.12

Window (ground 
floor)

Business Name 
(information on 
goods & services: 
optional )

One per major window 
for symmetrical facades 
w/central entry; or 1 in 
largest window for 
asymmetrical facades

Two N/A

10% of 
window area, 
not including 
ornaments & 

borders

15% of glass 
area, not 
including 

ornaments / 
borders

N/A

info on goods & 
services: 30% of 

letter size of 
business name - 

max.

Not Permitted

Tab l e  2C .2 :   P e rm i t t e d  S i gn s  i n  Tu r n - o f - t h e -Cen t u r y  and  1920 ’ s  t h r ough  1940 ’ s  Subd i s t r i c t sTab l e  2C .2 :   P e rm i t t e d  S i gn s  i n  Tu r n - o f - t h e -Cen t u r y  and  1920 ’ s  t h r ough  1940 ’ s  Subd i s t r i c t sTab l e  2C .2 :   P e rm i t t e d  S i gn s  i n  Tu r n - o f - t h e -Cen t u r y  and  1920 ’ s  t h r ough  1940 ’ s  Subd i s t r i c t sTab l e  2C .2 :   P e rm i t t e d  S i gn s  i n  Tu r n - o f - t h e -Cen t u r y  and  1920 ’ s  t h r ough  1940 ’ s  Subd i s t r i c t sTab l e  2C .2 :   P e rm i t t e d  S i gn s  i n  Tu r n - o f - t h e -Cen t u r y  and  1920 ’ s  t h r ough  1940 ’ s  Subd i s t r i c t s

Please note:
These tables provide a useful synopsis of the Sign Design Guidelines.  But these are not a substitute for
reading the foregoing text.  Important details, variations, options, exceptions and subtleties of design are
contained in the text and cannot be simplified into these tables.
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S i g n  R e v i e w  P r o c e s s

Tab l e  2C .3 :   P e rm i t t e d  S i gn s  i n  1950 ’ s  s t y l e s  Subd i s t r i c tT ab l e  2C .3 :   P e rm i t t e d  S i gn s  i n  1950 ’ s  s t y l e s  Subd i s t r i c tT ab l e  2C .3 :   P e rm i t t e d  S i gn s  i n  1950 ’ s  s t y l e s  Subd i s t r i c tT ab l e  2C .3 :   P e rm i t t e d  S i gn s  i n  1950 ’ s  s t y l e s  Subd i s t r i c tT ab l e  2C .3 :   P e rm i t t e d  S i gn s  i n  1950 ’ s  s t y l e s  Subd i s t r i c t

Please note:
These tables provide a useful synopsis of the Sign Design Guidelines.  But these are not a substitute for
reading the foregoing text.  Important details, variations, options, exceptions and subtleties of design are
contained in the text and cannot be simplified into these tables.

Table D: 1950's Style Subdistrict

Sign Type Content Placement Max. Number Min. Sign Area Max. Sign Area Max. Height Base Limits Illumination

Primary Facade Business Name See page 104 One 60% of Max. Letter Area See page 104 N/A N/A Internal or External 
see Fig.2.C.16

Partially Mounted 
Roof Sign (Primary 
Facade)

Business Name See page 104 One See Page 104-105 See Figures 2C.15 and 
pages 104-105. N/A

Freestanding 
Monument (double 
sided)

Business Name

Only on a corner lot, 
within landscape, at a 
45° angle, not closer 
than 5' to the property 
line.

One N/A 18 SF

48" from finished 
grade to top of sign 

with an additional 12" 
allowed for 

subordinate projection.

Required Height:18"  
Min. base length: 3'  
Max. base length: 6' 
Min. base width:12"

External (optional)

Window (ground 
floor) Business Name

Asymmetrically (not 
centered) on the largest 
frontage window,12" 
from the edge of the 
window that is nearest 
the entry

Two
5% of the area of the 

piece of glass (not the total 
glass area of the facade)

10% of the area 
of the piece of 
glass (not the 

total glass area 
of the facade)

N/A N/A

Table E: Sign for businesses in buildings of a residential character

Sign Type Content Placement Max. Number
Min. Sign 

Area Max. Sign Area Max. Height Min. Base Height Illumination

Freestanding 
Monument (single or 
double sided)

Business name, 
hours, & 1 phone 
no. per business

within landscape, 10' 
from property line or 
equidistant from the 
house/porch to the 
property line if this is less 
than 10'

One 8 SF
10 SF single 

business; 12 SF 
multiple business

48" from finished 
grade to top of sign 18" External (optional)
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